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Skylight Flashing 

There are four types of skylights designated 
by ASTM E2112.  Self adhering flashing can 
be used for all types of skylights.  Two 
methods shown here are suitable for two 
pairs of skylights types. 

 

 

 

 

 

 

Method SP-1/3 applies to skylight types 1 
and 3.  Method SP-2/4 applies to skylight 
types 2 and 4. 

See Manual Section 5.13 for skylight 
flashing details. 

Guide Specification 

The guide specification provides detailed 
recommendations for both the 35 mil and 20 
mil Polyken® and Nashua® Flashing Tape 
products.  This guide specifications can be 
utilized to prepare architects’ or designers’ 
specifications whenever project 
specifications are provided as part of a set 
of building design documents. 

Disclaimer 

The information contained in this publication 
is intended as a reference for architects, 
designers, and contractors outlining the 
application of Polyken® and Nashua® 
Flashing Tapes for use as perimeter 
flashing around windows, doors and 
skylights. 

Specific products, building construction, and 
particular project conditions vary and may 
require changes in flashing techniques and 
selection of products.  Final decisions on 
the use of this information are not the 
responsibility of Covalence Adhesives. 

This publication does not intend to 
supersede or be used in lieu of project-
specific requirements issued by design 
professionals, building regulations, or 
product manufacturers. 

This information should be recognized as 
recommendations which, if followed with 
professional judgment, should result in 
successful performance. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Flashing sequence steps.  Skylight – 
Method SP-1/3. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Flashing sequence steps.  Skylight – 
Method SP–2/4. 


